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CHAPTER 8 

 CLEANING INSTRUCTIONS FOR CLEANING INSTRUCTIONS – 

MOTORCYCLES  

8.1 This chapter provides basic and specific cleaning requirements for selected vehicles. 
Where there is a specific requirement or need to highlight particular problem areas detailed 
cleaning guides are provided as tables and figures in this chapter. 

8.2 The cleaning requirements that follow are primarily for the in-service motorcycle. The 
cleaning requirements for other motorcycles are similar to those described in the following 
tables. 

Cleaning Instructions 

8.3 The cleaning instructions for the motorcycle’s exterior, as illustrated in Figures 8-1 to 8-6, 
include the points detailed in Table 8–1 and are indicative of the requirements for all 
motorcycles. 

 

Figure 8–1: In-service Motorcycle 
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Figure 8–2: In-service Yamaha Motorcycle 

 

Figure 8–3: In-service Yamaha Motorcycle Engine 

 

Figure 8–4: In-service Yamaha Motorcycle Rear Wheel 
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Figure 8–5: In-service Yamaha Motorcycle Front Suspension 

 

Figure 8–6: In-service Yamaha Motorcycle Saddlebags 

Table 8–1: Cleaning Instructions for the In-service Motorcycle 

Serial Comments or Tasks 
Technical 

Time (hours) 

1 Remove all saddle-bags and covers prior to cleaning and clean 
individually (refer paragraph 8.5 below). Do not refit until DA inspection 
has been completed on the motorcycle. 

 

2 Thoroughly clean wheels, wheel guards and mud guards from soil and 
road grime, plant matter and seeds. 

 

3 Critically inspect the front fork, protective rubber bellows to ensure no 
foreign material remains in the folds of the rubber sections. If 
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Serial Comments or Tasks 
Technical 

Time (hours) 

damaged, the bellows should be removed and disposed of in 
accordance with DA instructions. 

4 Thoroughly clean the underside of the bike  

5 Thoroughly clean behind the fairings and side-covers  

6 Thoroughly clean the hollow section tubes of the pack rack with 
pressure washer and compressed air. 

Ensure no dirt, dust, insect and plant material remains. 

 

7 Thoroughly clean the exterior of the motorcycle with a pressure 
washer. 

 

Strip-down Instructions 

8.4 The strip-down instructions for the motorcycle’s exterior, as illustrated in Figure 8–7, 
include the points detailed in Table 8–2 and are indicative of the requirements for all 
motorcycles. 

 

Figure 8–7: In-service Motorcycle 

Table 8–2: Cleaning Instructions for the In-service Motorcycle 

Serial Comments or Tasks 
Technical 

Time (hours) 

1 Remove the seat assembly. Clean and then critically inspect the seat 
assembly - if damaged, dispose of. 

 

2 Remove the side covers.   

3 Remove the fuel tank.  

4 Engine bay - remove water from any reservoirs (excluding radiator) 
and ensure your radiator is clean and free of debris in the cooling fins 

 

5 Remove the battery from its carrier.  
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Serial Comments or Tasks 
Technical 

Time (hours) 

Clean the battery case and leads and ensure no dirt, dust, insect or 
plant material remains. 

Clean the battery carrier and frame and ensure no foreign material 
remains. 

6 Critically inspect and clean wiring looms. If binding material is 
damaged or loose, dispose of. 

Ensure the wiring looms and binding insulation are cleaned and ensure 
no foreign material remains. 

 

Saddlebags 

8.5 The cleaning instructions for the saddlebags include the points detailed in Table 8-3. 

Table 8-3: Cleaning Instructions for Saddlebags 

Serial Comments or Tasks 
Technical 

Time (hours) 

1 All saddlebags are to be emptied and all pockets and apertures are to 
be opened and turned inside out if possible. 

  

2 Outer cloth bags are to be removed to allow for cleaning.  

3 Saddlebags can be subject to a ‘wipe clean’; however, bags that have 
soil embedded into them are to be scrubbed with brushes and water to 
remove the soil and allowed to air dry. 

 

4 Attention should be paid to saddlebags fasteners, belt clips and 
buckles to ensure that no soil, plant or insect debris is caught in these 
areas. 

 

5 Belts are to be disassembled including pad belts to ensure all possible 
areas of contamination are inspected and cleaned.  

  

6 Velcro is to be brushed and washed to ensure all seed, plant and soil 
material is removed. 

 

7 Saddlebags are to be left disassembled for the DA inspection.  

Tyres (New, Old and Spares) 

8.6 The cleaning instructions for Tyres (New, Old and Spares) include the points detailed in 
Table 8-4. 

Table 8–4: Cleaning Instructions for Tyres (New, Old and Spares) 

Serial Comments or Tasks 
Technical 

Time (hours) 

1 All tyres are to be washed and scrubbed to remove all BRM.  

2 Damaged tyres are to be inspected and their suitability for return to 
Australia determined. If necessary, damaged tyres (for example, 
perished, cracked or split) are to be removed and disposed of in 
accordance with the tyre disposal policy. 

  

3 Cracked tyres have the risk of containing BRM therefore perished tyres 
are to be subject to disposal. 
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Serial Comments or Tasks 
Technical 

Time (hours) 

4 All tyres are to be treated with an approved residual insecticide after 
cleaning 

 

5 Fitted tyres that are damaged should be replaced with new tyres.   

6 Used and fitted tyres on rims are to be individually verified that the tyres 
are on rims, inflated with beading sealed and that the tyres are clean, 
free of water and other biosecurity risk material. 

  

7 Tyres that are not fitted to rims are to be stored in such a manner that 
water cannot collect inside the tyre. The preferred DA solution is that 
tyres are stored within containers. Tyres not fitted on rims will require 
fumigation on return to Australia. 

 

8 DA considers a Non-Commercial consignment of tyres to contain a 
maximum of 8 tyres (inclusive of the wheels on the vehicle) and may be 
imported with an accompanying vehicle. If tyres are to be transported 
back to Australia in containers or crates, please refer to the DA BICON 
(Biosecurity Import Conditions system) internet site 
(http://www.agriculture.gov.au/import/online-services/bicon) for the 
commodity “tyres”. 

 

 

 

 


