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NON-STANDARD AIRCRAFT PAVEMENT MARKINGS POLICY 

INTRODUCTION 

1. The purpose of this document is to set out the requirements for non-standard aircraft 
markings on movement surfaces at Defence Aerodromes. These markings enable distinction 
between movement markings and non-standard markings. 

BACKGROUND 

2. Neither ICAO (Annex 14) or CASA (MOS 139) specify requirements for non-standard 
markings.  

3. This Policy document has been developed in order to standardise the non-standard 
markings across Defence Aerodromes.  

SPECIFICATION 

4. Location  

a. Determined by base stakeholders (through BAEO/BASO). 

b. Positioned through de-confliction with existing movement markings in order to 
allow the continued use of existing markings and avoid confusion.  

5. Ground painted markings 

a. Where the colour ‘yellow’ would cause confusion with MOS 139 standard 
markings,  the colour ‘grey’ to be used is N55 Lead Grey as per AS 2700. 

b. The lines are to be 150mm thick solid lines. 

c. For pavements that require contrast, black lines of 150mm must surround the grey 
line. 

d. Yellow markings can be used for instances such as maximum wingspan markings 
whereas grey is preferably used for situations such as outlined below. 

e. The format and style of markings is to be consistent with that outlined in Chapter 
8 of MOS 139. 

6. Other implementation criteria 

a. Airframe specific requirements are to be developed in consultation with operating 
squadrons, BAEO, BASO and DEEP-CES. An example of non-standard markings 
configuration (where yellow represents centreline) is: 
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Figure 1: C-17A Distance Training Lines configuration 
 

b. This introduction of policy does not necessitate the replacement of existing 
markings. Any reinstatement of markings or new markings is to comply with this 
policy. 

c. When reinstating markings, all old markings are to be completely removed or 
obscured IAW MOS139 and replaced with markings IAW this policy. 

d. DEEP-CES endorsement is required  regarding any markings in new locations 

e. Any non-standard aircraft pavement markings are to be recorded in the relevant 
aerodrome manual. 


