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CHAPTER 77 

 CLEANING INSTRUCTIONS – CABIN PRESSURISATION RIG 

77.1 This chapter provides basic and specific cleaning requirements for selected vehicles. 
Where there is a specific requirement or need to highlight particular problem areas detailed 
cleaning guides are provided as tables and figures in this chapter. 

77.2 This Section deals with the cleaning of Aircraft Cabin Pressurisation Units. The section is 
structured as follows: 

a. external areas; 

b. engine bay; 

c. electronics; 

d. hoses and power cables;  

e. tow bar; 

f. suspension; and 

g. tyres (new, old and spares). 

External Areas 

77.3 The cleaning instructions for the Aircraft Cabin Pressurisation Unit’s exterior, as illustrated 
in Figures 77-1 and 77-2, include the points detailed in Table 77-1. 

 

Figure 77-1: Aircraft Cabin Pressurisation Unit’s Exterior 
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Figure 77-2: Aircraft Cabin Pressurisation Unit’s Fuel Tank and Vents 

Table 77-1: Cleaning Instructions for the Aircraft Cabin Pressurisation Unit’s Exterior 

Serial Comments or Tasks 
Technical 

Time (hours) 

1 The exterior of the unit can be wiped clean however no water must 
enter the electronics compartment, the air filter or the air vents (refer 
Figure 77-2). 

 

2 Clean the air filter (located on the top of the unit). In general, air filters 
would require extensive cleaning to pass DA requirements. It may be 
more cost-effective to remove and replace them before returning to 
Australia. 

 

3 Clean under the rubber seals on the doors, panels, etc, to ensure there 
is no seed, soil or insect debris. 

Any damaged door seals should be removed and disposed of.  

 

4 Remove any CES and clean.  

Ensure any hold down brackets, nylon straps and buckle loops are 
separated and cleaned. 

 

5 Clean towbar.  

6 Clean all underside areas of the unit to ensure freedom from BRM.  

Engine Bay 

77.4 The specific cleaning instructions for Aircraft Cabin Pressurisation Unit’s engine and engine 
compartment, as illustrated in Figure 77-3, include those points detailed in 77-2. 

EXTREME CAUTION  

ELECTRICAL COMPONENTS 
Do not use water or steam to clean any interiors areas of the Aircraft 
Cabin Pressurisation Unit’s electrical compartments – Use air clean 

only and only under the supervision of a qualified technician. 
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Fig 77-3: Aircraft Cabin Pressurisation Unit’s Engine Bay 

Table 77-2: Cleaning Instructions for the Aircraft Cabin Pressurisation Unit’s Engine 
Compartment 

Serial Comments or Tasks 
Technical 

Time (hours) 

1 As the engine is located close to electronic equipment, the area is to 
be cleaned only under the supervision of a qualified technician. 

 

2 Do not direct high-pressure water jets at any of the engine openings or 
at any of the electrical/electronic components. 

  

3 Ensure the starter motor and alternator are covered and taped to stop 
ingress of water. 

 

4 Clean the engine compartment and engine to ensure they are free of 
dust, built up dirt and grease, insect and plant material. 

 

Electronics 

77.5 The cleaning instructions for the Aircraft Cabin Pressurisation Unit’s electricals, as 
illustrated in Figures 77-4 and 77-5, include the points detailed in Table 77-4.  

 

 

EXTREME CAUTION  

ELECTRICAL COMPONENTS 
Do not use water or steam to clean any interiors areas of the Aircraft 
Cabin Pressurisation Unit’s electrical compartments – Use air clean 

only and only under the supervision of a qualified technician. 
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Figure 77-4: Aircraft Cabin Pressurisation Unit’s Control Panel 

 

Figure 77-5: Aircraft Cabin Pressurisation Unit’s Electronics 

Table 77-4: Cleaning Instructions for the Aircraft Cabin Pressurisation Unit’s Electricals 

Serial Comments or Tasks 
Technical 

Time (hours) 

1 Do not use water or steam to clean any interiors areas of the Aircraft 
Air Start Unit’s electrical compartments – Use air clean only and only 
under the supervision of a qualified technician. 

 

Hoses and Power Cables 

77.6 The cleaning instructions for the Aircraft Cabin Pressurisation Unit’s battery box, as 
illustrated in Figure 77-6, include the points as detailed in Table 77-5. 
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Figure 77-6: Aircraft Cabin Pressurisation Unit’s Hoses and Power Cables 

Table 77-5: Cleaning Instructions for the Aircraft Cabin Pressurisation Unit’s Hoses and 
Power Cables 

Serial Comments or Tasks 
Technical 

Time (hours) 

1 All power cables are to be fully extended and cleaned to ensure they 
are free of BRM. 

 

2 Plastic-coated cabling should be wiped down and all cable ties 
removed.  

 

3 Electrical tape, which has been used to secure cabling, is to be 
removed and destroyed, as this provides an ideal area for plant and 
soil particles to collect. 

 

4 The power cable compartment is to be cleaned are free of BRM.  

Tow Bar 

77.7 The specific cleaning instructions for Aircraft Cabin Pressurisation Unit’s tow bar include 
those points detailed in Table 77-6. 

Table 77-6: Cleaning Instructions for the Aircraft Cabin Pressurisation Unit’s Tow Bar 

Serial Comments or Tasks 
Technical 

Time (hours) 

1 High-pressure water clean around the fittings using a flexible nozzle as 
is necessary to get into all areas. 

 

2 If a turntable is fitted, degrease the area and clean with high-pressure 
water to ensure there is no soil, plant or insect matter. 

  

3 The swivel points on the drawbar are to be cleaned using a high-  
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Serial Comments or Tasks 
Technical 

Time (hours) 

pressure water cleaner. 

4 The drawbar is to be inspected for drain holes and flushed through.  

5 All underside hollow members are to be subject to 
high-pressure water using a flexible nozzle to remove all soil, plant and 
insect matter (refer to Figure 70-7). 

 

6 All grease and oil is to be removed to ensure freedom from BRM. 
Required areas may be re-greased or re-oiled after they have been 
inspected.  

 

Suspension 

77.8 The cleaning instructions for the Aircraft Cabin Pressurisation Unit’s suspension include the 
points detailed in Table 77-7. 

Table 77-7: Cleaning Instructions for the Aircraft Cabin Pressurisation Unit’s Suspension 

Serial Comments or Tasks 
Technical 

Time (hours) 

1 Ensure axles and mounts on chassis are clean and free of soil, plant 
and insect material. 

 

2 Mud and other debris collect in the inside area on the inner side of the 
wheel. Ensure that this area is cleaned well. 

 

3 Ensure axles and mounts on chassis are clean and free of soil, plant 
and insect material. 

 

Tyres (New, Old and Spares) 

77.9 The cleaning instructions for Tyres (New, Old and Spares) include the points detailed in 
Table 77-8. 

Table 77-8: Cleaning Instructions for Tyres (New, Old and Spares) 

Serial Comments or Tasks 
Technical 

Time (hours) 

1 All tyres are to be washed and scrubbed to remove all BRM.  

2 Damaged tyres are to be inspected and their suitability for return to 
Australia determined. If necessary, damaged tyres (for example, 
perished, cracked or split) are to be removed and disposed of in 
accordance with the tyre disposal policy. 

  

3 Cracked tyres have the risk of containing BRM therefore perished tyres 
are to be subject to disposal. 

  

4 All tyres are to be treated with an approved residual insecticide after 
cleaning. 

 

5 Fitted tyres that are damaged should be replaced with new tyres.   

6 Used and fitted tyres on rims are to be individually verified that the tyres 
are on rims, inflated with beading sealed and that the tyres are clean, 
free of water and other BRM. 

  

7 Tyres that are not fitted to rims are to be stored in such a manner that 
water cannot collect inside the tyre. The preferred DA solution is that 
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Serial Comments or Tasks 
Technical 

Time (hours) 

tyres are stored within containers. Tyres not fitted on rims will require 
fumigation on return to Australia. 

8 DA considers a Non-Commercial consignment of tyres to contain a 
maximum of 8 tyres (inclusive of the wheels on the vehicle) and be 
imported with an accompanying vehicle. If tyres are to be transported 
back to Australia in containers or crates, please refer to the DA BICON 
(Biosecurity Import Conditions system) internet site 
(http://www.agriculture.gov.au/import/online-services/bicon) for the 
commodity “tyres”. 

 

 
 
 


