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CHAPTER 84 

CLEANING INSTRUCTIONS – BOAT ZODIAC  

84.1 This chapter provides basic and specific cleaning requirements for selected items of 
equipment. Where there is a specific requirement or need to highlight particular problem 
areas, detailed cleaning guides are provided as tables and figures in this chapter. 

84.2 Zodiac boats do not pose a high biosecurity threat and while all contamination and BRM 
must be removed, the main areas of concern are:  

a. external/internal areas; and 

b. outboard motor;  

84.3 All points are not specific to all zodiacs. 

External/Internal Areas 

84.4 The cleaning instructions for the zodiacs, illustrated in Figure 84-1, include the points 
detailed in Table 84–1. 

 

Figure 84-1: Boat Zodiac 
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Figure 84-2: Boat Zodiac Forward Cover 

 

Figure 84-3: Boat Zodiac Stiffeners 

 

Figure 84-4: Boat Zodiac Transon 
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Table 0–1: Cleaning Instructions for the Boat Zodiac 

 

 

 

 

Serial Comments or Tasks 
Technical 

Time (hours) 

1 Remove all CES prior to cleaning and individually clean.  

2 Remove the outboard motor prior to cleaning. Clean as per Table 84-2 
below. 

 

 

3 Remove the battery from the battery compartment. Clean the battery, 
terminals and battery compartment and treat with an anti-corrosion 
treatment.  

 

4 The zodiac is to be washed with high-pressure water and then treated 
with chlorinated water and allowed to air dry. 

 

5 Timber used in the zodiac is marine ply which poses a minimal 
biosecurity threat.  

 

6 Remove the forward cover board (refer Figure 84-2) and inspect for 
any signs of infestation. 

 

7 Remove all stiffeners board (refer Figure 84-3) and inspect for any 
signs of infestation. 

 

8 Remove the transom board from the rear of the zodiac (refer Figure 
84-4) and inspect for any signs of infestation. 

 

9 When storing your boat, if possible keep it in a clean and dry place that 
is not affected from major variations in temperature and other 
damaging environmental factors. 

 

Outboard Motor 

84.5 The cleaning instructions for the outboard motor, illustrated in Figure 84-5, include the 
points detailed in Table 84-2. 

EXTREME CAUTION  

PLASTOMER PVC OR NEOPRENE/HYPALON RUBBER 
NEVER USE STRONG DETERGENTS (ACID, 

TRICHLORETHYLENE, MINERAL SPIRIT) OR SILICONE-BASED 
PRODUCTS to clean the Zodiac – Clean only under the supervision of 

a qualified technician. 
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Figure 84-5: Boat Zodiac Outboard Motor 

Table 84–2: Cleaning Instructions for Outboard Motors 

Serial Comments or Tasks 
Technical 

Time (hours) 

1 Remove outboard motor prior to cleaning.   

2 Supports are to be cleaned and flushed with water.  

3 Mud and other debris collect around the propeller area of the motor. 
Ensure that this area is cleaned well. 

 

4 Area to be hand-wiped only. Care must be taken not to allow water into 
mechanism. 

 

5 The outboard is to be cleaned of all grease and oil to ensure there is 
no soil, plant or insect matter. 

  

6 To reduce the risk of rusting, regrease the motor lightly after 
inspection. 

 

 
 


