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CHAPTER 99 

 CLEANING INSTRUCTIONS – MAGNETIC ROAD SWEEPER 

99.1 This chapter provides basic and specific cleaning requirements for the Magnetic Road 
Sweeper. Where necessary to highlight particular problem areas, detailed cleaning guides 
are provided as tables and figures in this chapter. 

99.2 The Magnetic Road Sweeper comprises a solid rectangular steel beam with motor/ 
generator and other electrics mounted on top of the beam. A wheel is embedded in each 
long end, with no axle, and it is fitted with a height adjustable towbar. When unhooked it 
rests on a support trolley. See Figure 99-1, Figure 99-2 and Figure 99-3. 

99.3 This chapter covers only the Towable Sweeper. A variety of towing vehicles may be 
employed depending on the surface to be swept. Refer to generic cleaning instructions for 
these. While all contamination and  BRM must be removed, the main areas of concern are: 

a. external areas; 

b. engine and electrics; and  

c. tyres (new, old and spares). 

99.4 All points are not specific to all magnetic road sweepers. 

 

Figure 99-1: Magnetic Road Sweeper – Right Front 
 
 

 

Figure 99-2: Magnetic Road Sweeper – Left Front 
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Figure 99-3: Magnetic Road Sweeper – Rear, Resting on Support Trolley 

External Areas 

Cleaning instructions for the Magnetic Road Sweeper are detailed in  

99.5 Table 99-1. 

 
Table 99-1: Cleaning Instructions for the Magnetic Road Sweeper – External Areas 

 

Serial Comments or Tasks 
Technical 

Time (hours) 

1 Steam clean the four sides of the main beam, including the underside 
which is a smooth steel surface. 

 

2 Steam clean the towbar assembly.  

3 Steam clean the two axle stubs and wheel rims.  

4 The support trolley (See Figure 99-3) is an integral part of the sweeper 
but is not physically connected to it. The trolley may be removed when 
the sweeper is connected to a towing vehicle or otherwise supported. 
Remove the support trolley for cleaning. 

 

 Total  

Engine and Electrics 

The engine/electrical assembly comprises a generator driven by a two-stroke engine with a 
battery or manual starter. Cleaning instructions are detailed in  

99.6 Table 99-2. 

 
Table 99-2: Cleaning Instructions for the Magnetic Road Sweeper – Engine and Electrics 

 

Serial Comments or Tasks 
Technical 

Time (hours) 

1 Degrease and clean the engine, generator and manual starter casing 
(See Figure 99-4). Do not use high pressure cleaner directly onto the 
alternator and air filter intake. 

 

2 Disconnect battery terminals (- before +), remove battery (See  
Figure 99-5). 
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3 Degrease terminals and regrease after inspection. Inspect and clean 
terminal conduits. 

 

4 Open the door of the electrical junction box (See Figure 99-6), remove 
the glass panel and gently clean the interior. 

 

 Total  

 

 

Figure 99-4: Magnetic Road Sweeper – Engine/Electrical Assembly 
 
 
 

 
 

Figure 99-5: Magnetic Road Sweeper – Battery 
 
 

 

Figure 99-6: Magnetic Road Sweeper – Electrical Junction Box 
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Tyres (New, Old and Spares) 

Cleaning instructions for Tyres (new, old and spares) are detailed in  

99.7 Table 99-3. 

 
Table 99-3: Cleaning Instructions for Tyres (New, Old and Spares) 

 

Serial Comments or Tasks 
Technical 

Time (hours) 

1 All tyres are to be washed and scrubbed to remove all BRM.  

2 Damaged tyres are to be inspected and their suitability for return to 
Australia determined. If necessary, damaged tyres (for example, 
perished, cracked or split) are to be removed and disposed of in 
accordance with the tyre disposal policy. 

  

3 Cracked tyres have the risk of containing BRM therefore perished tyres 
are to be subject to disposal. 

  

4 All tyres are to be treated with an approved residual insecticide after 
cleaning. 

 

5 Fitted tyres that are damaged should be replaced with new tyres.   

6 Used and fitted tyres on rims are to be individually verified that the tyres 
are on rims, inflated with beading sealed and that the tyres are clean, 
free of water and other BRM. 

  

7 Tyres not fitted to rims are to be stored in such a manner that water 
cannot collect inside the tyre. The preferred DA solution is to store tyres 
within containers. Tyres not fitted on rims will require fumigation on 
return to Australia. 

 

8 DA considers a Non-Commercial consignment of tyres to contain a 
maximum of 8 tyres (inclusive of the wheels on the vehicle) and may be 
imported with an accompanying vehicle. If tyres are to be transported 
back to Australia in containers or crates, please refer to the DA BICON 
(Biosecurity Import Conditions system) internet site 
(http://www.agriculture.gov.au/import/online-services/bicon) for the 
commodity “tyres”. 

 

 Total  

 

 

 


